
                                                                                         

 

 

 
 
 
 

 

 
 

 

 

 

 

 

 

 
 

Type 
3dB Band 20dB Band Max Insert Max Spurious Attenuation 

Width (Khz) Width (Khz) Loss (dB) (9-12MHz) (dB) min 

LT10.7M Series of Ceramic Filter for FM receiver 

LT10.7MA5 280 ± 50 650 9 30 

LT10.7MS2 230 ± 50 600 9 40 

LT10.7MS3 180 ± 50 520 7 40 

LT10.7MJ 150 ± 50 400 10 38 

LT10.7MA10 Series of Ceramic Filter (Low – Loss Type) 

LT10.7MA5A10 280 ± 50 590 2.5 ± 2.0 30 

LT10.7MS2A10 230 ± 50 520 3.0 ± 2.0 35 

LT10.7MS3A10 180 ± 50 470 3.5 ± 1.5 35 

LT10.7MJA10 150 ± 50 360 4.5 ± 2.0 35 

Wide/Narrow Band-width Type LT10.7M Series of Ceramic Filter 

LT10.7MA19 350 (Min) 950 3.0 ± 2.0 20 

LT10.7MA20 330 ± 50 680 4.0 ± 2.0 30 

LT10.7MHY 110 ± 30 350 7.0 ± 2.0 30 

  

CCeerraammiicc  FFiilltteerrss  1100..77MMHHzz  --  PPTTHH  

The LT10.7 series is a ceramic filter for 

FM use, digital transmission systems, 

communications applications and 

others. 

FEATURES 

- Small Size 

- FM Use  

- Good Temperature Stability 

- High Durability 

Electrical Specifications 

Mechanical Dimensions – mm (inch) 

 

 
 
 
 
 

 

Mechanical Dimensions – mm (inch) 

 


