»
SEMICONDUTORES

LEDs

SMD 5050 RGB - left anode HL-8475
Package Configuration
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Material= Wire:Gold, Encapsulate:Silicone: Chip:AlGalnP mﬁng H ] 5 [0‘.1115n]Red
Emitting Color: RGB 3 | 4 Green
Size (mm): 5.0x5.0x2.8
16 \
Lens Type: Water Clear [0.067]
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Absolute Maximum Ratings (Ta=25°C)
Max.

|Power Dissipation 360 | mw
Pe_ak Forward Current (1/10 Duty Cycle, 0.1ms Pulse 300 mA
Width)

|C0ntinuous Forward Current 60 | mA

|Operating Temperature Range -40 °C to +85°C

|Storage Temperature Range -40 °C to +100°C

|
|
|Reverse Voltage | 5 | \%
|
|
| 250°C for 5 Seconds

|So|dering Temperature

Electrical and optical characteristics

—

|Lum|n0us Intensity | | R=700/ G=900 / B=400 | mcd
|V|eW|ng Angle | 20 12 | 130 | Deg. lF=60mA
|Dominant Wavelength | A | R=625/G=520/B=465 | nm

I HIB Semicondutores EIRELI | Hosonic Industrial do Brasil LTDA
Rua Nereu Ramos, 366 | Bairro Trevo Guarany | CEP 85501-370 | Pato Branco | Parané | Brasil | +55 46 3220 8300




